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IBM 1130 Assembler Language 


This publication contains the information necessary to write 
programs in the IBM 1130 Assembler language. Included are rules 
for statement writing, mnemonic codes and descriptions of operands, 
and descriptions of the instructions used to control the Assembler 


program. 








PRE FACE 


This manual describes the IBM 1130 Assembler 
language and defines the programming rules. It is 
intended as reference material for the writing of 

an assembler source program and the accomplish- 
ment of the steps required to produce the resulting 
object program. For those without programming 
experience or a knowledge of the principles involved, 
the IBM publication, Introduction to IBM Data 
Processing Systems (Form F22-5517), is suggested 
as preliminary reading. 

For those without experience involving 
different number systems, i.e., binary and hexa- 
decimal, the publication IBM Student Text: Number 
Systems (Form C20-1618) is recommended, 

The reader should also be familiar with the 
following: IBM 1130 Functional Characteristics 
(Form A26-5918) and IBM 1130 Computing System, 
Input/Output Systems (Form A26-5890). 

This publication is oriented towards the 1130 
Card/Paper Tape Programming System which 


Second Edition 


This edition is a reprint of C26-5927-1 and incorporates changes 


released in Technical Newsletter N26-0554, dated March 10, 1966. 


includes the basic assembler programs. The 
assembler language is also valid for the 1130 Moni- 
tor Programming system and a section on special 
Monitor statements is included. The Monitor 
System is described in the publication, IBM 1130 


Monitor System Specifications (Form C26-5940), 


The operating procedures for the 1130 Card/ 
Paper Tape Assembler are described in the publica- 


tion, IBM 1130 Card/Paper Tape Programming 


System Operator's Guide (Form C 26-3629). 


MACHINE REQUIREMENTS 


The minimum machine configuration for assembling 
programs with the IBM 1130 Card/Paper Tape 
Assembler is as follows: 
IBM 1131 Central Processing Unit, Model 1, 
with 4096 words of core storage 
IBM 1442 Card Read Punch, or IBM 1134 Paper 
Tape Reader and IBM 1055 Paper Tape Punch. 


Significant changes or additions to the specifications contained in this publication will 


be reported in subsequent revisions or Technical Newsletters. 


Requests for copies of IBM publications should be made to your IBM representative or 


to the IBM branch office serving your locality. 


A form is provided at the back of this publication for reader’s comments. If the form 
has been removed, comments may be addressed to IBM Corporation, Programming 


Publications, Department 452, San Jose, California 95114. 


© International Business Machines Corporation 1966 
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INTRODUCTION 


The IBM 1130 Assembler language, while similar in 
structure to machine language, replaces binary in- 
struction codes with mnemonic symbols and uses 
labels for other fields of an instruction. Other fea- 
tures, such as pseudo-operations, expand the pro- 
gramming facilities of machine language. Thus, 

the programmer has available, through an assem- 
bler language, all of the flexibility and versatility of 
machine language, plus facilities that greatly reduce 
machine language programming effort. 


COMPONENTS OF THE IBM 1130 ASSEMBLER 


The IBM 1130 Assembler has two parts: the sym- 
bolic language used in writing a program and the 
assembler program that converts the symbolic 
language into machine language. An additional com- 
ponent is a library of relocatable input/output, 
arithmetic, and functional subroutines. 


Symbolic Language 


Symbolic language is the notation used by the pro- 
grammer to write (code) the program. A program 
written in symbolic language is called a source pro- 
gram. It consists of systematically arranged 
mnemonic operation codes, special characters, 
address, and data, which symbolically describe the 
problem to be solved by the computer. 

The use of symbolic language: 


1. Makes a program independent of actual machine 
locations, thus allowing programs and routines 
to be relocated and combined as desired. 

2. Allows routines within a program that can be 
written independently and that cause no loss of 
efficiency in the final program. 

3. Permits instructions to be added to or deleted 
from a source program without the user having 
to reassign storage addresses. 


Assembler Program 


The assembler program (processor), supplied to 

the user by IBM in either paper tape or punched 

card form, converts (assembles) a symbolic-language 
source program into a machine-language program, 
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The conversion is one for one — that is, the assem- 
bler produces one machine-language instruction for 
each symbolic-language instruction. 

The IBM 1130 Assembler is a two-pass program. 
The processor is loaded into the computer and is 
followed by the first pass of the source program. 
During the first pass, the source statements are 
read and a symbol table is generated. During the 
second pass, the source program is read again and 
the object program and/or error indications are 
punched into the first 20 columns of each source card. 
If paper tape is used, the second pass results in the 
punching of a new tape that contains both source state- 
ments and corresponding object information. Both 
card and tape object programs must be compressed 
(via a Compressor Program supplied with the assem- 
bler) into a relocatable binary deck (or tape) before 
they can be loaded into core storage for execution. 
The output from the second pass is called the list 
deck (or tape) and can be used to obtain a program 
listing of source statements and corresponding object 
statements. 


Subroutines 


A library of input/output, arithmetic, and functional 
subroutines is available for use with the IBM 1130 
Assembler. 

The user can incorporate any subroutine into his 
program by simply writing a call statement referring 
to the subroutine name. The assembler generates 
the linkage necessary to provide a path to the sub- 
routine and a return path to the user's program. The 
ability to use subroutines simplifies programming 
and reduces the time required to write a program. 

A description of available subroutines is con- 
tained in the publication IBM 1130 Subroutine Library 
(Form C26-5929). 


FEATURES OF THE ASSEMBLER 


The significant features of the IBM 1130 Assembler 
are summarized below. More detailed explanations 
are given later in this bulletin. 


Mnemonic Operation Codes: Mnemonic operation 
codes are used for all machine instructions instead 
of the more cumbersome internal binary operation 
codes of the machine. For example, the Subtract 
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instruction can be represented by the mnemonic, §, 
instead of the machine operation code, 10010. 


Symbolic References to Storage Addresses: Instruc- 


tions, data areas, and other program elements can 
be referred to by symbolic names or actual machine 
addresses and designations. 


Automatic Storage Assignment: The assembler 
assigns consecutive addresses to program elements 
as it encounters them. After processing each ele- 
ment, the assembler increments a counter by the 
number of words assigned to that element. This 
counter indicates the storage location available to 
the next element. 


Convenient Data Representation: Constants can be 
specified as decimal digits, alphabetic characters, 
hexadecimal digits, and storage addresses. Conver- 
sion of the data into the appropriate machine format 
of the 1130 System is performed by the assembler. 
Data can be in a form suitable for use in fixed-point 
or floating-point arithmetic operations. 


Renaming Symbols: A symbolic name can be equated 
to another symbol, so that both refer to the same 
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storage location. This makes it possible for the 
same program item to be referred to by different 
names in different parts of the program. 


Relocatable Programs: The assembler can produce 
object programs in a relocatable format; that is, a 
format that enables programs to be loaded and exe- 
cuted at storage locations different from those 
assigned when the programs were assembled. 


Assembler Instructions: A set of special instructions 
to the assembler is included in the language. Some 
of the features described in this section are imple- 
mented by these instructions. 


Program Listings: For every assembly, the user 
can obtain a program listing. This listing can be 
produced either off-line on an IBM 407 or similar 
device, or on-line by the use of an IBM-supplied 
utility routine. 


Error Checking: Source programs are examined by 
the assembler for errors arising from incorrect 
use of the language. Where an error is detected, 

a coded warning message appears in the program 
listing. 


MNEMONIC CONCEPT 


Symbolic programming may be defined as a method 
whereby names and symbols are used to write a pro- 
gram. The symbolic language includes a standard 
set of mnemonic operation codes. Mnemonic opera- 
tion codes are easier to remember than machine lan- 
guage codes because they are usually abbreviations 
for actual instruction descriptions. For example: 


Description Mnemonic 
Add A 
Execute I/O — XIO 


Each IBM 1130 machine instruction has a cor- 
responding mnemonic operation code. In addition, 
there are some mnemonic codes that assign storage 
and others that allow the user to exercise control 
over the assembly process. 


FORMAT OF STATEMENTS 


A source program consists of a sequence of state- 
ments punched into cards or paper tape. These 
statements can be written on a standard coding form 
(X26-5994), provided by IBM. The information on 
each line of the form (Figure 1) is punched into one 
card or paper tape record. The position numbers 
shown on the form correspond to the card columns. 
If paper tape is used, the first character of each tape 
record corresponds to column 21. Space is provided 
at the top of the coding form to identify the program; 
however, none of this information is punched into 
the statement cards. 


Statement Fields 


An assembler statement is composed of one to seven 
fields: label field, operation field, format field, tag 
field, operand field, comments field, and 
identification-sequence field. 


Label Field (Columns 21-25) 
The label field represents the machine location of 


either data or instructions. The field may be left 
blank, may contain an asterisk in column 21, or 
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may be filled with a symbolic address, left-justified 
in the field. Only data or instructions that are re- 
ferred to elsewhere in the program need a label. A 
label that is not further referred to is not an error. 

A label can consist of up to five alphameric 
characters, beginning at the leftmost position of the 
label field. A label is always a symbol and must 
therefore conform to the rules for symbols (see 
Symbols). The example below shows the symbol 
ALPHA used as a label. 


ase 
32} 33 





ALAA (sro. ||| AMEX ARESSION 
Pere eew AME 


If the label field is left blank, it is ignored by 
the assembler and has no effect on the assembled 
program. If column 21 contains an asterisk (*), the 
entire statement is treated as comments and appears 
only in the listing. If the field contains a symbolic 
name (label), and the statement represents a standard 
machine language operation (Add, Store, etc.), the 
value assigned to the label is the address of the 
assembled instruction, which is equal to the value 
of the Location Assignment Counter (see Location 
Assignment Counter) at the time the statement is 
encountered by the assembler. Values assigned to 
labels of the various assembler instructions are 
specified in the section entitled Assembler 
Instructions. 

The best labels to select are those that are 
mnemonically descriptive of the area or instruction 
to which they are assigned. Labels that have an 
obvious meaning provide easily remembered refer- 
ences for the original programmer and assist others 
who may assume responsibility for the program. 


Operation Field (Columns 27~30) 


Each machine instruction and assembler instruction 
has a unique mnemonic operation code associated 
with it. When a particular operation is to be repre- 
sented, its mnemonic code must be punched, left- 
justified, in columns 27-30 of the source statement 
card. 
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IBM IBM 1130 Assembler Form X26-5994 
. Coding Form 


Program 


Programmed by 


Operation 
27 30 


Figure 1, Coding Form 


Format Field (Column 32) 


The format field specifies the type of machine in- 
struction being represented and, in the use of short 
(one-word) instructions, how the displacement field 
is to be handled, Any one of four entries is per- 
mitted: two for short instructions, one for a stand- 
ard long (two-word) instruction, and one for an 
indirectly-addressed long instruction. For con- 
venience, these formats are referred to by the 
character used to specify them, namely blank for- 
mat, X format, L format, and I format. 


Blank Format. A blank in the format field (column 
32) signifies a one-word instruction. Bit 5 of the 
assembled instruction is set to zero. A blank 
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also indicates that any expression in the operand 
field be interpreted as the desired effective address 
for the statement. 

During execution of certain short instructions, 
the effective address is the sum of the displacement 
and the contents of the Instruction Address Register 
(IAR). A blank format for such instructions causes 
the assembler to subtract the current value of the 
Location Assignment counter from the expression in 
the operand field. Thus, when this result is added 
to the IAR during execution of the instruction, the 
correct effective address is obtained. 

The effective address of one-word Store Index 
(STX) instructions is always obtained by adding the 
displacement to the IAR. 


The displacement of Load Index (LDX), Load 
Status (LDS), WAIT, all shift instructions, and all 
condition testing instructions is never added to the 
IAR. 

The effective address of all other one-word in- 
structions is obtained by adding the displacement to 
the JAR, if the instructions are not indexed; that is, 
if column 33 is blank or zero. 

A short instruction assembled with a blank for- 
mat field must not be relocated at execution time by 
an amount differing from the relocation increment 
of the data referred to by that instruction. 

If a short instruction of the kind relatively ad- 
dressed to the IAR is tobe moved, under program con- 
trol, toa location different from the location at which the 
instruction was assembled, the automatic subtraction 
of the address counter from the displacement operand 
value should be suppressed by use of the X format. 

This requirement is not in conflict with the load- 
time relocation process because the process shifts 
the whole program, including instructions and refer- 
ence data, to a memory area different from that for 
which it was assembled. The relative distances 
between instructions and data remain the same, and 
the displacements remain correct. 

In a relocatable assembly, the expression speci- 
fying an operand relatively addressed to the [AR must 
be relocatable so that the actual displacement is an 
absolute quantity (see Expressions). If this rule is 
not followed, a relocation error will be indicated. 
Also, since displacements must lie in the range 
-12819 to +1271, the value of the displacement- 
specifying expression must not be more than 12719 
greater, nor more than 12819 less than the address 
of the next location after the instruction in which it 
appears; otherwise, an addressing error will be in- 
dicated. An example illustrating the blank format is 
shown below: 


Assume A = location 100049 
B = location 105019 


The value of the machine instruction counter 
will be 100119 when instruction A is executed. 
Therefore, the value computed by the assembler 
for the displacement will be 494. 


Label 


ny 
n 
a 





In the case of an instruction which is not rela- 
tively addressed to the IAR, the assembler interprets 
the expression in the operand field as the desired 
contents of the displacement field, without modifica- 
tion. In this case, the operand specifying the dis- 
placement must be absolute and must be in the range 
-128109 to +12749, or relocation and addressing errors 
result, 


X Format. An X in the format field indicates to the 
assembler that the related statement is to be assem~ 
bled as a short instruction. It further indicates that 
any expression in the operand field is to be inter- 
preted as the desired displacement value. 

Consider the example illustrated in Figure 2; 
the purpose of this instruction sequence is to change 
the flow of a program by inserting a branch instruc- 
tion in a location that previously contained an effec- 
tive "no operation.'' If the branch instruction at 
BRCON were specified as MDX GO (i.e. , blank for- 
mat), the assembler would compute the displacement 
on the basis of the IAR value of 1101. (The IAR 
would have a value of 1101 if the BRCON instruction 
were executed where it was assembled.) However, 
the programmer, knowing the instruction will be 
executed at location SWTCH, computes the dis- 
placement himself and specifies the X format. 


L Format. If column 32 contains the character L, it 
signifies a long (two-word) instruction. Bit 5 (F) of 
the assembled instruction is set to 1. The operand 
field expression, which may be relocatable or abso- 
lute, is used to fill the second word (bits 16-31) of 
the assembled instruction. A second operand may 
be present, separated from the first operand by a 
comma (,). This operand may be used in one of two 
ways: 


1. To specify symbolic condition codes for use with 
BSC, BSI and BOSC instructions. 

2. To specify an expression that has a value in the 
range of -128 to +127 that is not relocatable. 


This second operand yields bits to fill bit positions 
8-15 of the assembled instruction, 


I-Format. If column 32 contains the character I, it 
signifies an indirectly addressed two-word instruc- 
tion. Bit 5 and bit 8 are set to 1. In all other 
respects an indirect instruction is treated exactly 
as a long direct instruction. If a displacement 
operand is specified, its high-order bit (bit 8) will 
always be a one because this bit is azee the indirect 
flag bit. 
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Assume SWTCH = location 100049 
G = location 105049 
BRCON = location 110049 


oO 


Figure 2, Use of X Format 


Tag Field (Column 33) 


Column 33 is used to specify an index register if 
one is required. The code in column 33 is the index 
register number; i.e., 1=Index Register 1, 2= Index 
Register 2, and 3= Index Register 3, A zero ora 
blank indicates that no index register is to be used. 
If no tag is specified in an LDX, MDX, or STX 
instruction, the IAR is used. The example below 
shows an add instruction in its long form addressing 
the core location whose address is zero plus the 
contents of Index Register 2. 





Operands and Remarks Field (Columns 35-71) 


The operand field is used to specify subfields in in- 
structions and constants. The content of the operand 


LT dAvee.u.t 
Saue 
px, | lel | laye0.U7,.11,0,0, s7Wi0 0p 
SERRE 
{el | laye.c.u,t 
aaa 


Figure 3, One- and Two-Operand Statements 


6 1130 Assembler Language 


ONE,- 0, PER AWN,D 


field for the various instruction formats are de- 
scribed under Format Field. Blanks must not appear 
within the operand(s) except as character values or 
in the EBC statements. 

Some examples of one- and two-operand state- 
ments are shown in Figure 3. 


Remarks Field 


Remarks are for the convenience of the programmer. 
They permit lines or paragraphs of descriptive infor- 
mation about the program to be inserted in the pro- 
gram listing. Remarks appear only in the program 
listing; they have no effect on the assembled object 
program. Any valid characters (including blanks) 
can be used as remarks. 

The Remarks field must appear to the right of 
the operand field and must be separated from it by 
at least one blank. 


Comments Field 


The entire statement field can be used for comments 
by placing an asterisk in column 21; the entire 





Dy STATE MEN 
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statement is then treated as comments. The identifi- 
cation-sequence field (columns 73-80) should not be 
used for comments. 

If it is necessary to continue comments on ad- 
ditional lines, each line must have an asterisk in 
column 21, as illustrated in Figure 4. 


- Identification-Sequence Field (Columns 73-80) 


The identification-sequence field may be used for 
program identification and statement-sequence num- 
bers. It is limited to columns 73-80. The informa- 
tion in this field normally is punched in every state- 
ment card. The assembler, however, does not 
check this field. 


STATEMENT WRITING 


Symbolic language statements are accepted by the 
assembler only if they conform to the rules of syntax 
presented in this section. Subsequent sections of this 
publication deal with the format and content of the 
specific types of assembler statements (machine in- 
structions and assembler instructions). Instructions 
of both types are formed by using the basic elements 
described here. Many of the points introduced in this 
section are covered more extensively in subsequent 
sections. 


Character Set 
The following characters can be used in statements: 


Monocase Alphabetics A through Z, $, #, @, 


Numerics 0 through 9 

Special Characters /*+-=8&|°' <> 
Ye ah): = 9 
(blank) 


The codes that the assembler accepts for these 
characters are listed in Appendix A which also con- 
tains additional codes which may be used in com- 
ments statements, as character values, and as 
alphameric constants. The+ and & special char- 
acters may be used interchangeably as operators. 


Symbols 


Storage areas, instructions, and other elements may 
be given symbolic names for the purpose of referring 
to them in the program. The symbolic name is called 
a symbol. It can contain up to five characters. 

While the first character of a symbol must be alpha- 
betic, the remainder may be alphabetic, numeric, or 
any combination of the two. No blanks or special 
characters may be used. Any violation of these rules 
is detected by the assembler and indicated as an 
error in the program listing. 


The following are valid symbols: 

PUNCH START N 

A2345 LOOP2 BC$#@ 

The following symbols are invalid, for the 
reasons noted: 


256B First character is not 
alphabetic 
RECORDAREA2 More than 5 characters 


END 1 Contains a blank 


If a symbol is to be used as an operand, it must 
be defined in the program by using it as the label of 
a statement. Two types of label assignments are 
allowed. In machine-instruction statements and cer- 
tain assembler statements, the label is assigned an 
address equal to the current value of the location 
assignment counter. In the Equate Symbol statement 
(see Symbol Definition Statement), the label is 
assigned the value specified in the operand of the 
statement. 


Symbol Table: For every program assembled, a 


table of the symbols in that program is created. 


This is the symbol table; each entry in the table 

records the value and relocation property of a symbol. 
All symbols defined in the program are entered 

in the symbol table. Symbols that appear in the 

label field of assembler instructions which do not use 

labels (for example, ABS, END, ENT) are not placed 

in the symbol table. 


General Restrictions on the Use of Symbols: The 


following restrictions are imposed on the use of 
symbols: 


1. A symbol may appear only once in a program 
as the label of a statement. If a symbol is used 
as a label more than once, only the first usage 
is recognized. Each subsequent usage of the 
symbol as a label is ignored and is noted as an 
error in the program listing. In addition, any 
reference to such a symbol is noted as an error. 

2. The number of symbols that can be defined in a 
program is restricted by the amount of core 
storage available to the assembler (see 1130 


Card/Paper Tape Programming System Opera- 
tor's Guide (C26-3629). 


LOCATION ASSIGNMENT COUNTER 


The assembler maintains a counter to assign sequen- 
tial storage addresses to program statements. This 
counter is called the Location Assignment Counter. 
It always indicates the next available address. As 
each machine instruction is processed, the counter 
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Figure 4, Example of Comments Statement 


is incremented by the number of words assigned to 
that instruction. Certain assembler instructions 
also cause the Location Assignment Counter to be 
set or incremented, whereas others do not affect it 
(see Assembler Instructions). 


Location Assignment Counter Overflow: The maxi- 


mum value of the Location Assignment Counter is 
65535, a 16-bit value. If a program being assem- 
bled causes the counter to be incremented beyond 
65535, the assembler retains only the rightmost 

16 bits in the counter and continues the assembly, 
checking for any other source program errors. No 
usable object program is produced. The user can, 
however, still obtain a listing of the entire source 
program, 


RELATIVE ADDRESSING 


Once an instruction has been named by a symbol in 
the label field, it is possible for other instructions 
to refer to that instruction by using the same symbol. 
Moreover, it is possible to refer to instructions pre- 
ceding or following the instruction named by indica- 
ting their positions relative to that instruction. This 
procedure is referred to as relative addressing. A 
relative address is, effectively, a type of expression 
(see Expressions). 

For example, in the sequence 





control can be transferred to the second instruction 
by either of the following instructions: 
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By using relative addressing, it is also possible 
to refer to a particular word within a block of re- 
served storage. For example, the instruction 





reserves a block of 50 words, in which BETA is 
assigned to the first word in the block. The address 
BETA +1 then refers to the second word, BETA +2 
to the third word, and BETA +n to the (nt1)th word. 

Relative addressing can also be effected by using 
the current value of the Location Assignment Counter 
in an operand. In symbolic language this value is 
denoted by an asterisk (*). (See The Asterisk Used 
as an Element. ) 


SELF-DEFINING VALUES 


A self-defining value is an actual machine value or 
a bit configuration. 

Self-defining values can be used to specify such 
program elements as data, masks, addresses, and 
address increments. The type of representation 
selected (decimal, hexadecimal, or character) de- 
pends on what is being specified. 


Decimal Values 


A machine decimal value is an absolute number from 
0 to 65535, It is assembled as its binary equivalent. 
Some examples of decimal self-defining values are 


500 003 
17 52324 
7230 1 


If a number larger than 65535 is specified in address 
arithmetic, the value is truncated modulo 65536; 
that is, only the low order 16 bits of the binary value 
are retained. 


Hexadecimal Values 


A hexadecimal value is an unsigned hexadecimal 
number written as a sequence of digits. The digits 
must be preceded by a slash (/). The hexadecimal 
digits represent the 16 possible combinations of 
four bits. 

Each hexadecimal digit is assembled as its four 
bit value. The hexadecimal digits and their bit 
patterns are as follows: 


0-0000 4-0100 8-1000 C - 1100 
1-0001 5-0101 9-1001 D-41101 
2-0010 6-0110 A-1010 E- 41110 
3 -0011 7-0111 B-1011 F-41111 


The following are examples of hexadecimal, 
self-defining values: 


/FFFF (highest value) 
/AB12 

/F2 

/379B 


If more than four hexadecimal digits are speci- 
fied in one sequence, only the four low-order digits 
are retained by the assembler. If less than four 
hexadecimal digits are specified, they are entered, 
right-justified. 

A table for converting decimal values to hexa- 
decimal values is provided in Appendix B. 


Character Values 


A character value is a single character, preceded 
by a period, A character value may be a blank, any 
combination of punches in a single card column, or 
a paper tape character that translates into the eight- 
bit IBM Extended BCD Interchange Code. Appen- 
dix A is a table of these combinations, their inter- 
change codes and, where applicable, their printer 
graphics. A period used as a character value is 
represented as two periods in sequence, (i.e., ..). 


Examples of character values are: 
-A 
-l 
o2 
D 
(blank) 


The same value can frequently be represented 
by any one of the three types of self-defining values. 
For example, the decimal value 196 can be expressed 
in hexadecimal as /C4 and as a character, .D. The 
selection of a particular type of value is left to the 
programmer. Decimal values can be used for actual 
addresses and input/output unit numbers, hexadeci- 
mal values for masks, and character values for 
data. 


EXPRESSIONS 


The term "expression" refers to symbols or self- 
defining values used as operands, either singly or 
in arithmetic combinations. Expressions are used 
to specify the various fields of machine instructions. 
They are also used as the operands of assembler- 
instruction statements. 

An expression has three components: elements, 
terms, and operators. 


Elements 


The smallest component of an expression is an 
element. An element is either a single symbol or 
a single self-defining value. The following are 
valid elements: 


TMP 
/1A6 
-B 
A 

* 


4 
The Asterisk Used As an Element 


When used as an element the asterisk is relocatable 
and stands for the current value of the Location 
Assignment Counter for the instruction in which it 
appears (i.e., the rightmost word of the current 
instruction + 1). Thus, the asterisk as an element 
can have different values for different instructions, 
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The last instruction is a conditional transfer to 
location SUM and can be written 





Be sure the asterisk refers to the proper word when 
it is used with a long instruction or in an area where 
long instructions are present. In the previous exam- 
ple, the BSC instruction will become two machine 
language words after assembly. Therefore, during 
assembly of the BSC instruction, the Location As- 
signment Counter contains a value one greater than 
-if the BSC were a short instruction. 


Terms 


A term can consist of a single element, two elements 
separated by an asterisk (which denotes multiplica- 
tion), or three elements separated by two asterisks, 
-etc. Aterm must begin with an element andend — 
‘with an element. It is not permissible to write two 
elements in succession. The following are valid 
terms: 


TMP * FUNC * TAXY 
A*4 

XY *5 

6 * 4096 

3 


Operators 


An operator is a character that denotes an arithmetic 
function. The recognized operators are + or & (plus 
or ampersand), - (minus), and * (asterisk), denoting 
addition, subtraction, and multiplication, respec- 
tively. An operator must be used between two terms. 
Two operators may not be used in succession, 

There is no ambiguity between the use of the 
asterisk as an element and the use of the asterisk 
as an operator to denote multiplication because the 


10 1130 Assembler Language 


position of the asterisk always makes clear what is 
meant. Thus, **10 means "the value of the Location 


Assignment Counter multiplied by 10." 


Evaluation of Expressions 


From a symbolically written operand, the evaluation 
procedure derives an integer value which can be used 
as (1) a displacement value in a short instruction, 
(2) an address in a long instruction, or (3) an absolute 
numeric quantity. 

An expression is evaluated as follows: 


1. Each element is replaced by its numeric value. 

2. Each term is evaluated by performing the indi- 
cated multiplications from left to right, in the 
order in which they occur. In multiplication, 
the low-order 16 bits are retained. 

3. The terms are combined from left to right, in 
the order in which they occur. If the result is 
negative, it is replaced by its 2's complement, 


Grouping of terms, by parentheses or otherwise, 
is not permitted; however, this restriction can often 
be circumvented. For example, the product of 25 


_ times the quantity B-C can be expressed as 


25 * B-25*C 


Types of Expressions 


In addition to evaluating expressions, the assembler 
program must decide whether the expression is 
absolute or relocatable. Without this information 
the assembler would be unable to assign the proper 


relocation indicator bits for use by the loading routine. 


Rules for Determining the Type of Expression 


The rules by which the expression type is determined 
are: 


e A symbol that is defined by means of the Location 
Assignment Counter is a relocatable element. 


e Decimal and hexadecimal integers and character 
values are absolute elements, | 


e A relocatable element alone is a relocatable 
expression, , 


e Arelocatable element, plus or minus an absolute 
element, is a relocatable expression. 


° The difference of two relocatable elements is 
an absolute expression. 


‘@ A symbol that has been equated to an expression 
(by means of the EQU assembler instruction) : 
assumes the same relocation property as that 
expression. 


These rules are clarified by the following example: 

Assume that a programmer wishes to incorpor- 
ate a table into a relocatable program, -and he knows 
that he may later wish to add or delete items with- 
out changing program references to the table. The 
first step is to assign symbols to the first (lowest _ 
addressed) word in.the table and to the location 
immediately after the last (highest addressed) word 
of the table. These symbols could be BGTBL and 
ENTBL, respectively. Regardless of the number 
of items in the table or of the number of later 
additions or deletions, the number of words in the 
table is always equivalent to the value of the ex- 
pression ENTBL-BGTBL. This illustrates the rule 
that the difference of two relocatable elements is an 
absolute expression. 

Expanding this example, assume the programmer 
wishes to use a second table the same length as the 
first. The first (lowest addressed) word of the 
second table can be indicated by the symbol STBL. 
Then, the location following the last (highest ad- 
dressed) word of the second table can be indicated 
by the expression 


STBL+ ENTBL - BGTBL 


This address is subject to relocation; hence, the 
expression is relocatable, following the rule that a 
relocatable element plus or minus an absolute 
element is 2 relocatable expression. 


Procedure for Determining the Type of Expression 


The following paragraphs describe the procedure 
for determining expression type (absolute or 
relocatable): 


1. Discard any term that contains only absolute 
elements. 

2. Examine each term of the expression. If any 
term contains more than one relocatable ele- 
ment, the expression will yield a relocation 
error, 


3. Replace each relocatable element by the symbol 
r, and replace each absolute element by its 
value. This yields a new expression which in- 
volves only numbers and the symbol r. 

4. Rewrite the expression in simplest form by . 
evaluating it.according to the address arithmetic . 
rules given above in the section, Evaluation of 
Expressions. | . 


If the result is an integer, the operand is absolute. 
If the result is r, the expression is relocatable. If 
the result contains r to any power other than one or 
contains r with a coefficient other than one, the 
operand does not have a well-defined relocation 
property and will yield a relocation error. The 
following examples illustrate this procedure. 


NOTE: When the terms absolute symbol and reloca- 
table symbol are used in text, they mean symbols 
that refer to addresses. 


Example 1: Consider the expression 


4+3* TRANS-2* FUNC+COUNT 
where TRANS and FUNC are relocatable symbols, 
and COUNT is an absolute symbol. Discarding the 
terms involving only absolute elements leaves 


3*TRANS-2*F UNC 


This does not contain any illegal terms. Replacing 
each symbol by the letter r results in - 


3*r-2*r 


Evaluating this produces r; therefore, the expression 
is relocatable, 


Example 2: Consider the expression, 


2*3*TRANS-FUNC 
This reduces to 


2*3*r-r 
or 


5r 
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This is neither r nor a number; therefore, the 
expression will cause a relocation error. 


Example 3: Consider the expression, 
A*2*R-A*A*R+5 


where A is an absolute symbol, and R is a relocata- 
ble symbol, The expression is absolute if the value 
of A is zero or two and relocatable if the value of A 
is 1. If the value of A is anything else, a relocation 
error will result. 
In the following examples, A, B, C, and D are 

relocatable symbols, and J, K, L, M, and N are 
absolute symbols. 


Relocatable expressions: 
A 1*¥A 
At+J 250* A-249*B 
A+Bt+C-D-* 100*A+50*B-75*C-74*D 


Absolute expressions: 


12345 0*A 
A-BtC-D+t5 500*A-400*B-100*C 
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Relocation Errors 
If a source program contains an expression having in 
it one or more of the following, that expression is 


flagged as a relocation error. 


e The negative (complement) of a relocatable 
element 


e An absolute element minus a relocatable element 
o The sum of two relocatable elements 
In the following examples, A, B, C, and D are 


relocatable symbols, and J, K, L, M, and N are 
absolute symbols. 


A+B (+2r) A*B (r2) 
-A (-1r) 2*A (2r) 
15-* (-1r) 5*¥A-6*A (-1r) 


A+J+M+N+B-C+D+L(+2r) 


NOTE: In an absolute assembly headed by an ABS 
statement (described later), all symbols and asterisk 
values are defined as being absolute; therefore, no 
relocation errors are possible, 


All machine instructions can be represented symbol- 
ically as assembler language statements. There are 
two basic formats: short and long. However, with- 
in each basic format, further variations are possible. 

The symbolic format of a machine instruction 
parallels, but does not duplicate, its actual format. 
A mnemonic operation code is written in the opera- 
tion field, and one or more operands are written in 
the operand field. Comments can be appended to a 
machine-instruction statement as previously ex- 
plained. 

Any machine-instruction statement can be named 
by a symbol, which other assembler statements can 
use as an operand. The value of the symbol is the 
address of the leftmost word assigned to the assem- 
bled instruction. 


MNEMONICS 


A list of all IBM 1130 machine language instructions 
and their associated mnemonics is given in Table 1. 


Condition-Testing Instructions (BSC, BOSC, BSI) 


The machine instructions Branch or Skip on Condi- 
tion (BSC), Branch Out or Skip on Condition (BOSC), 
and the long form of Branch and Store Instruction 
counter (BSI) use bits 10-15 of the displacement to 
test any combination of six conditions associated with 
the accumulator. When coding these instructions, the 
user does not use an expression to specify the dis- 
placement field, but, instead, writes a series of 
unique characters, each of which represents one bit 
of the condition-testing mask. These character 
symbols may be written in any combination; the bits 
they represent are combined by the assembler in a 
logical OR fashion. The symbols and their repre- 
sentations are: 


Unique 
Character 


O (Alpha) 


+tor & 


Examples: 
BSC 

BSC 

BSC 

BSC 

BSC L 


BSC L 


BSC L 


BSC Li 


BSI L 


MACHINE-INSTRUCTION STATEMENTS 


Condition 


Overflow 


Carry 


Even 


Plus 


Minus 


Zero 


EXIT 


0, Z+ 


SUBR, O 


Bit Position 


Description Set to 1 
Skip or do not branch 15 
if Overflow indicator off 
Skip or do not branch 14 
if Carry indicator off 
Skip or do not branch 13 
if bit 15 of acc. =0 
Skip or do not branch 12 
if bit O of the acc. =0, 
but not all bits of acc. 
=0 
Skip or do not branch 11 
if bit O of acc. =1 
Skip or do not branch 10 


if all bits of acc, =O 


Skip on plus condition 

Skip on non-zero (plus or minus) 
Skip on non-plus (zero or minus) 
Skip if Carry indicator off 


Branch to EXIT if not plus 
(zero or minus) 


Branch to EXIT if zero (not plus or 
minus) 


Unconditional Branch to EXIT 


Branch to the contents of XR1 on 
minus (not zero or plus) 


Branch and Store instruction counter 
to SUBR if Overflow is on 
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Table 1. Machine Instruction Mnemonics 


Mnemonic OP Code Instruction 


(Hexadecimal Representation) 1 


Load and Store 


LD 5 C00 . Load Accumulator 
LDD cso : Load Double 
-LDX ~600 : . Load Index 
LDS* : 200 . Load Status 
' STO. DOO - . Store Accumulator 
STD Ds0 A Store Double 
STX 680 Store Index 
STS : ef Store Status 


Arithmetic 


Add 

AD | - Add Double 
Subtract 
Subtract Double 
Multiply 
Divide 
And 
Or 
Exclusive Or 


* Branch 


BSI : : : Branch and Store Instruction Counter 
BSC 2 Branch or Skip Conditionally 

- BOSC Branch Out or Skip Conditionally 
MDX ; Modify Index and Skip 


Shift 


SLA* ; . Shift Left Accumulator . 

SLT* : Shift Left Accumulator and Q Reg. 

SLC* : Shift Left and Count Accumulator and Q Reg. 
SLCA* . : Shift Left and Count Accumulator 

SRA* ; Shift Right Accumulator 

SRT* i ; Shift Right Accumulator and Q Reg. 

RTE* : Rotate Right 


Input/Output . 
XIO NE . Execute 1/O 


” Miscellaneous 3 


NOP* : . No Operation 
WAIT* Wait - 





*Valid in short format only, 


1, The hexadecimal representation of the machine-operation code is derived from the instruction format in the manner shown below. 
Bits 5, 6, 7,.10, and 11] are assumed to be zeros because they do not enter into the makeup of any operation codes. 


2. Same as BSC with Bit 9 set to one. 
3. An operand should not be specified. 


Hexadecimal Characters | 


pt and 3rd 


0123 45 6.7 8 9 10 11 12 13 14 15 


eg a 
OP Code ee neal | ; 

Format (F) 

Index Tag bits (T) 


1A bit, part of 
displacement, or extension 
of OP code 


Part of displacement, 
or extension of OP code 







Condition indicators, 
or part of displacement 
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Just as machine instructions are requests to the 
computer to perform a sequence of operations during 
program execution time, assembler instructions are 
requests to the assembler to perform certain opera- 
tions during the assembly. In contrast to machine- 
instruction statements, assembler-instruction state- 
ments do not always cause machine instructions to 
be included in the assembled program. Some, such 
as BSS and BES, generate no instructions but do 
cause storage areas to be set aside for constants and 
other data. Others (e.g., EQU) are effective only at 
assembly time; they may or may not generate some- 
thing in the assembled program. If nothing is gener- 


ated, the Location Assignment ‘Counter is not affected. 


The following is a list of all assembler instruc- 
tions permitted by the IBM 1130 Assembler. 


Program Control 


ABS - Absolute Assembly 
LIBR - Transfer Vector Subroutine 
SPR ~ Standard Precision 
EPR - Extended Precision 
ORG - Define Origin 
END - End of Source Program 
_Data Definition 
DC - Define Constant 
DEC - Decimal Data 
XFLC ~~ - Extended Floating Constant 
EBC - Extended Binary Coded Information 
Storage Allocation 
BSS ~ Block Started by Symbol 
BES - Block Ended by Symbol 
Symbol Definition - 
EQU - Equate Symbol 
Program Linking 
ENT - Define Subroutine Entry Point 
Iss - Define Intermpt Service Entry Point 
ILS _ + Define Interrupt Level Subroutine 
CALL ‘= Call Subroutine (2-word call) 
LIBF - Call Subroutine (1-word call) 


PROGRAM CONTROL STATEMENTS 


Program control statements are used to set the Lo- 
cation Assignment. Counter to a specific value, to 
define the end of a source program, or to specify 
whether a particular program is to be assembled as 
absolute or relocatable. None of these assembler 
statements generate machine~language instructions 
or constants in the object program. 


ASSEMBLER INSTRUCTIONS 


ABS — Assemble Absolute 


An ABS statement is used to specify that a main pro- 
gram is to be assembled as an absolute program. | 
An absolute program is one in which the core loca- 
tions used at execute time are the same as those 
specified by the programmer in the source program. 
The ABS statement is punched as shown below and 

is then used as the first statement of a source pro- 


gram. 





‘If the first (non-comment) statement of a source pro- 


gram is not an ABS statement, the program will be 
assembled as relocatable. In an absolute assembly 
headed by an ABS statement, all symbols and aster- 
isk values are defined as absolute quantities; there- 
fore, no relocation errors are possible. The 
significance of relocatable and absolute assemblies 
is explained in the following paragraphs. 


Relocatable Assembly 


‘Some programs assembled by the IBM 1130 Assem- 


bler are absolute; that is, the locations of assembled 
instructions are known at assembly time and the lo- 
cation on the listing is the actual location where a 
particular word is loaded. However, subroutines 


‘used by an absolute program must be in such a form 


that they may be loaded at various locations; other- | 
wise, it would be necessary for the user to reassem- 
ble the subroutines each time he assembled a main 
program that required them.. Therefore, all subrou- 
tines and certain main programs should be assembled 
relocatable. . 

Every relocatable program or subroutine pro- 
duced by the IBM 1130 Assembler is assembled as © 
though it begins at location zero. Since a job to be 


' executed may contain several subroutines, itis 


obvious that they cannot all be loaded into locations 
starting with location zero. In fact, no relocatable 
program is ever loaded at location zero; instead, 
each program is relocated. The relocatable main 
program is loaded into the first available location. 
Subroutines are then loaded into successively higher 
locations of core storage, each beginning with the 


_.Assembler Instructions 15 


next even location after the last core storage loca- 
tion used by the preceding subroutine, as indicated 
on the end-of-program card. When a particular 
program has been loaded, the address of the first 
word is called the load address for that program. 

Thus, the address in core storage actually oc- 
cupied by an instruction of the program is the address 
assigned to that instruction during assembly, plus 
the load address of that program. To keep the pro- 
gram self-consistent, the load address must be add- 
ed to the address of many (but not all) 2-word in- 
structions, and those constants whose values are 
relocatable. 

This process of conditionally adding the load 
address is performed by the loading program before 
execution and is called relocation. In relocating in- 
structions, the loading program is guided by relo- 
cation indicator bits that are inserted into the binary 
object program cards when the program is com- 
pressed following assembly. 


Absolute Assembly 


The programmer uses the ORG assembler statement 
in his source program to specify the locations into 
which the binary object program resulting from an 
absolute assembly is loaded. The loader makes no 
adjustment to any field during loading. Subroutines 
are loaded into successively higher even-core loca- 
tions following the end of the main program. 

Remember that only main programs may be 
assembled absolute; subroutines must be assembled 
relocatable. 


LIBR — Transfer Vector Subroutine 


An LIBR statement is used as the first statement of 

a subroutine to specify that the subroutine is to be 
called by LIBF statements only (see Program- 
Linking Statements). The absence of an LIBR state- 
ment specifies that the subroutine is to be called by 
CALL statements only. LIBR statements are for sub- 
routines only, as ABS statements are for main pro- 
grams only. An LIBR statement needs no operands. 


SPR — Standard Precision and EPR — Extended 
Precision 


The SPR or EPR statement specifies that the pro- 
gram (main or subroutine) in which it appears uses 
standard precision or extended precision, respec- 
tively, for arithmetic operations. If these state- 
ments are included in the user's programs, the 
loader ensures that main programs and subroutines 
always match with regard to precision. Their use 
is optional, however. 
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If used, the SPR or EPR statement must follow 
the ABS or LIBR statement. If no ABS or LIBR 
statement is used, the SPR or EPR statement is the 
first statement in the program. 


ORG — Define Origin 


This assembler instruction is used to set the Location 
Assignment Counter (i.e., the next location to be 
assigned) to any desired value. In this way the pro- 
grammer is able to control the assignment of storage 
to instructions, constants, and data. If a Define 
Origin statement is not the first entry in an absolute 
source program, the processor begins the assign- 
ment of storage at a location compatible with the size 
of the applicable loader. A typical Define Origin 
statement is shown below, 





The label, if used, is assigned a value equal to the 
value of the Location Assignment Counter at the time 
the statement is encountered in the source program. 
(This assignment is made before the counter is 
modified.) If any symbols are used in the expression, 
they must have been previously defined. In a relo- 
catable assembly, an absolute expression in the oper- 
and field is considered a relocation error and the 
statement is ignored. 


Some examples of Define Origin statements are 
given below: 


Ope: 


5,0 


£,0,C TR, +550 





If the label XYZ has been previously defined as 
10009 the first entry directs the assembler to begin 
the assignment of succeeding entries at location 1000. 
The second entry directs the assembler to begin the 
assignment of succeeding entries 50 core locations 
beyond the location that has been assigned to the 
symbol XYZ. The third entry directs the assembler 
to begin the assignment of succeeding entries at the 


address specified by the current address of the Lo- 
cation Assignment Counter plus 50. 


END — End of Source Program 


An END statement is the last statement of a source 
program; it indicates to the assembler that all state- 
ments of the source program have been processed. 
An END statement is also used to cause execution of 
a main program to begin immediately after loading. 
To do this, the END statement requires an operand 
that represents the starting address of the program. 
At the completion of loading, execution begins at the 
address specified by the operand. For subroutines, 
all entry points are specified by ENT statements 
(described later); therefore, the operand of the END 
statement for a subroutine is blank. 

The following statements illustrate both types of 
END statements. 


Operands 





40 45 50 


Labe! 
21 25 
Ex HEX, CONST 


Operation Th 
27 36 33 Fos 
ADC, . 


E 


> S 
~ 
v ie) 
= 
D> 


> 
o 
o 
a) 
,) 


DEC — Decimal Data 


The Decimal Data statement is used to enter binary 
data, expressed in decimal form, into a program. 
One DEC statement generates two 16-bit words of 
binary information. The format of the DEC statement 
is as follows: 





DATA DEFINITION STATEMENTS 


Data Definition statements are used to enter data con- 
stants into storage. The statements can be named by 
symbols so that other program statements can refer 
to the fields generated. Any type of data definition 
statement can be used in standard or extended pre- 
cision program. 


DC — Define Constant 


The Define Constant statement is for generating con- 
stant data in main storage. Data can be specified as 
characters, hexadecimal numbers, decimal numbers, 
storage addresses or any valid expression. One 16- 
bit word is generated for each DC statement. The 
format of this statement is shown below: 





If a label is used, the address assigned to it is the 
location of the generated data word and is equal to 

the current value of the Location Assignment Counter. 
Some examples of DC statements follow: 


If a label is used, its value is equal to the current 
value of the Location Assignment Counter if the cur- 
rent value is even; if the current value is odd, the 
label will be equal to the current value plus one. The 
label is assigned to the leftmost word of the generated 
constant. The types of data permitted in the operand 
field are described in the paragraphs entitled Decimal 
Data Items. An example of a DEC statement follows: 





If the value of the Location Assignment Counter is 
1000 when the DEC statement is encountered, the two 
words in storage look like this: 


Location Contents in Hexadecimal Form 
01000 0c00o 
01001 0013 


Decimal Data Items 
A decimal data item is used to specify, in decimal 


form, two or three words of data to be converted into 
binary form. Decimal data items are used in the 
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operand field of DEC assembler statements. Three 
types of decimal-data items are permitted: decimal 
integers, floating-point numbers, and fixed-point 
numbers. A floating-point decimal-data item can 
also be used as the operand of an XFLC statement 
that generates a 3-word constant. , 


Decimal Integers. A decimal integer is composed of 
a series of numeric digits with or without a preceding 
plus or minus sign. The allowable range of decimal 
integers is -(231-1) to 231-1. 





Examples 
Decimal Integer Stored As 
50 000000324 ¢ 
1535 : OOOO00SFF , 6 
~3729 FFFFF16F 16 


(2's complement) 


Floating-Point Numbers. A floating-point number 
has two components: a mantissa and an exponent. 


e Mantissa — The mantissa is a signed or unsigned 
decimal number, which can be written with or 
without a decimal point. The decimal point can 
appear at the beginning, at the end, or within’ 
the decimal number. If the exponent (see below) 
is present, the decimal point can be omitted, 
in which case it is assumed to be located at the 
right-hand end of the decimal number. 


e Exponent — The exponent consists of the letter 
E followed by a signed or unsigned decimal in- 
teger. The exponent part can be omitted if the 
mantissa contains a decimal point. If used, 
it must follow the mantissa. 


A floating-point number is converted to a nor- 
malized, floating-point, binary number. The ex- 
ponent part, if présent, specifies a power of ten by 
which the mantissa is multiplied during conversion. 
For example, all of the following floating-point 
numbers are equivalent and will be converted to the 
same floating-point binary number. . 


4,500 

45, 00E-1 
4500E-3 
.4500E1 


In standard precision, the above floating-point 


numbers are converted and stored in two consecutive 
storage locations as follows: 
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Word 1 Word 2 
4800 0083 


The DEC assembler instruction stores floating- 
point numbers in the standard precision floating- 
point format described in the manual, IBM 1130 
Subroutine Library (Form C26-5929). 


Fixed Point Numbers. A fixed-point number can 
have up to three components: a mantissa, an exponent, 
and a binary-point identifier. 


e Mantissa — The mantissa is the same as describ- 
ed for floating-point numbers. 


e Exponent — The exponent is the same as describ- 
ed for floating-point numbers. 


e Binary-Point Identifier — This identifier consists 
of the letter B, followed by a signed or unsigned 
decimal integer. The binary-point identifier 
must be present in a fixed-point number and 
must come after the mantissa. If the number has 
an exponent, the binary point identifier may 
precede or follow the exponent. 


A fixed-point number is converted to a fixed- 
point binary number that contains an understood binary 
point. The purpose of the binary-point identifier of 
the number is to specify the location of this under- 
stood binary point within the word. The number that 
follows the letter B specifies the number of binary 


- places in the word to the left of the binary point (that 


is, the number of integral places in the word). The 
sign bit is not counted. Thus, a binary-point identi- 
fier of zero specifies a 31-bit binary fraction. B2 
specifies two integral places and 29 fractional places. 
B31 specifies a binary integer. B-2 specifies a binary 
point located two places to the left of the leftmost bit 
of the word; that is, the word would contain the low- 
order 31 bits of binary fraction. As with floating- 
point numbers, the exponent, if present, specifies a 
power of ten by which the mantissa is multiplied during 
conversion, 

A fixed-point number preceded by a minus sign 
is stored in 2's complement form. 

The following fixed-point numbers all eee the 
same configuration of bits, but not all of them specify 
the same location for the understood binary point: 


22.5B5 
11, 25B4 
1125B4E-2 


1125E-2B4 
9B7E1 


All of the above fixed-point numbers are con- 
verted to the same binary configuration, whose 
hexadecimal representation is: 


Word 1 Word 2 
5A00 0000 





XFLC — Extended Floating Constant 


The XFLC assembler instruction is used to introduce 
into a program an extended precision floating-point 
constant, expressed in three consecutive data words. 
When assembled, this instruction produces a format 
identical to the extended range floating-point format 
described in the manual, IBM 1130 Subroutine 
Library (Form C26-5929). 

The format of the XFLC instruction is shown 


below: 





The label is optional; if it is used, it is assigned to 
the location of the leftmost word generated. 

- . Some examples of the XFLC instruction are 
shown below: 


eee aus T , 
40 45. 


po Peecel Po 6,3,1.2,5 


The data (in hexadecimal form) generated by each of 
these examples is 








u Word 1 Word 2 Word 3 
0080 4400 0000 

Zs Word 1 Word 2 Word 3 . 
0080 BCOO 0000 

3. Word 1. Word 2 Word 3 
008A 4000 | 0000 


EBC — Extended Binary Coded Information 


The EBC statement is used:to generate data words, 
each consisting of two 8-bit characters in the Extend- 
ed BCD Interchange Code (see. Appendix A). Up to 18 


sixteen-bit words can:be generated with one EBC 
statement. 
below: 


The format of the statement is shown 





If a label is present, it is assigned to the location of 
the leftmost word generated. The operand field con- 
tains the alphameric data to be represented in stor- 
age. This data must begin and end with a period. 
The data can be any valid character in the Extended 
BCD Interchange Code, including the period. 


Examples 





The first example generates three words of data, with 
the location of the label CONST assigned to the left- 


‘most location of the first word generated. 


Word 1 Word 2 Word 3 
C5D9 - D9:D6 D940 








CONST 


Note that if the constant has an-odd number of char- 
acters, as in the above example, the last word of 
data ends with the 8-bit equivalent of blank. 

The second’ example generates four words of 
data: 


Word 1 Word 2 : Word 3 Word 4 
C3D6 D5E2 E3C1 D5E3 





NOTE: A period may not appear in the comments 


field of an EBC instruction. 
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STORAGE ALLOCATION STATEMENTS 


Storage allocation statements are used to reserve 
blocks of storage for data or work areas. Two such 
statements are available with the IBM 1130 Assem- 
bler: Block Started by Symbol and Block Ended by 
Symbol. 


BSS — Block Started by Symbol 


The BSS assembler instruction is used to reserve an 
area of core storage, within a program, for data 
storage or for working space: The format of the 
BSS instruction follows: 





The expression specifies the number of words to be 
reserved; the label, if specified, refers to the left- 
most word reserved. The location of the block of 
storage within the object program is determined by 
the location of the BSS statement within the source 
program. 

If the character E is punched in column 32, the 
assembler assigns the leftmost word of the reserved 
location to the next available even location. If a 
blank or any character other than E appears in 
column 32, the assembler assigns the leftmost word 
of the reserved area to the next available location 
regardiess of whether that location is even or odd. 
This feature is useful when defining areas for use 
with double precision instructions. 

A BSS statement with an E format and an oper- 
and value of zero causes the Location Assignment 
Counter to be made even (if necessary) before the 
next instruction is assembled. 

A BSS instruction causes an area to be skipped, 
not cleared; therefore, it should not be assumed 
that an area reserved by a BSS instruction contains 
Zeros, 

Any symbols in the operand field of a BSS assem- 
bler instruction must have been previously defined. 
The expression in the operand field must be an 
absolute expression. 

In the following example, the symbol AREA is 
equivalent to 3000; the next location assignedis 
3028. 
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BES — Block Ended by Symbol 


The BES instruction is identical to the BSS instruc- 
tion except that the address assigned to the label is 
the rightmost word in the area plus 1, i.e., the 
next location available for assignment. 

In the previous example, the symbol AREA is 
equivalent to 3028. 


SYMBOL DEFINITION STATEMENT 


One symbol definition statement (EQU) is available in 
the IBM 1130 Assembler language. 


EQU — Equate Symbol 


The EQU statement is used to assign to a symbol a 
value other than the value of the Location Assignment 
Counter at the time the symbol is encountered. The 
format of the EQU statement is 





The symbol in the label field is made equivalent to 
the value of the expression. The expression may be 
absolute or relocatable. All symbols appearing in 
this expression must have appeared as a label ina 
previous statement. If an asterisk (*) is used as the 
expression, the value assigned to it is the next loca- 
tion to be assigned by the assembler. 


Examples 





In the first example, the symbol NAME is assigned a 
value of 26. In the second example, the symbol 
LOOP is assigned a value of 27. 


PROGRAM-LINKING STATEMENTS 


Program-linking statements are used to establish 
communication between a main program and its 
subroutines. Five statements are provided: three 
for entry point definition and two for subroutine 
calls. 


ENT — Define Subroutine Entry Point 


_ The ENT statement should be used to define the 
entry point(s) in all subroutines except ISS and ILS. 
Up to ten entry points may be defined for each sub- 
routine (this would require ten ENT statements). 
The format of the ENT statement is shown below. 





NAME is a symbol which identifies an entry point 
for the associated subroutine. This symbol must be 
relocatable. All ENT statements for a given sub- 
routine must be together and must precede all state- 
ments except LIBR, SPR, EPR, and comments 
statements. ENT, ISS, or ILS statements (see 
below) may not be used in the same subroutine. 


ISS — Define Interrupt Service Entry Point 


IBM provides interrupt service subroutines (ISS) for 
all devices; however, the user is given the option of 
replacing these subroutines with his own or adding a 
subroutine for interrupt run mode. The ISS state- 
ment is used to define an entry point in an interrupt 
service subroutine and to establish interrupt link- 
ages to the subroutine at load time. Only one entry 
point may be defined for each subroutine. The 
format of the ISS statement is shown below. 





Word 30 of the header record can be set for 
identification purposes as shown below. Word 30 
is not used by any of the 1130 programs. 


Label ISS Header Word 30 
blank blank 

1130 1 

1800 2 


NAME is as described for the ENT statement and 
NN (the ISS number) is a number from-01 to 20 used 
by the Relocating or core image loader to establish 
the linkage from the appropriate point in the corre- 
sponding ILS. The numbers and associated devices 
used in the routines provided by IBM are listed 
below: 


Number* Device or Function 


01 1442 Card Read Punch 
02 Input Keyboard; Console Printer 
03 1134 Paper Tape Reader; 
1055 Paper Tape Punch 
04 2310 Disk 
06 1132 Printer 
07 1627 Plotter 


L = 


* Wumbers 08 through 20 are assignabie by the user. 


L is a one-digit number used to indicate the interrupt 
level(s) associated with the subroutine. The level 
numbers (0-5) can be listed in any order in columns 
45, 50, 55, 60,°65, and 70 and they must be left- 
justified in these columns (first in 45, second in 50 
etc. ). 


An ISS statement must precede all statements 
except LIBR, SPR, EPR and comments statements. 

Procedures for writing interrupt-service sub- 
routines are provided in the publication IBM 1130 
Subroutine Library (C26-5929). 


ILS — Define Interrupt Level Subroutine 


IBM provides interrupt level subroutines for the 
various I/O devices and their associated interrupt 
levels; however, the user may replace these subrou- 
tines with his own. The ILS statement is used to 
define an interrupt level subroutine and to associate 
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the subroutine with a specific interrupt level. The 
format of the ILS statement is shown below: 


Operation T 
7 30 33 


fii. | (7.25, | WA | 
ie ee eee Ret 










NN is the interrupt level number (00-05) as- 
sociated with the interrupt level subroutine and is 
used by the relocating loader or core image con- 
verter. The devices associated with each interrupt 
level are shown below: 


Interrupt Level Device(s) 
00 1442 Card Read Punch 
01 1132 Printer 
02 Disk Storage 
03 1627 Plotter 
04 Console Keyboard, Console 


Printer, 1442 Card Read 
Punch, 1134 Paper Tape 
Reader, 1055 Paper Tape 
Punch 

05 PROGRAM STOP Key or 
Interrupt Run Mode. 


An ILS statement must precede all statements 
except LIBR, SPR, EPR, and comments statements. 

Procedures for writing interrupt level subrou- 
tines are provided in the publication, IBM 1130 
Subroutine Library (Form C26-5929). 


CALL — Call Direct Reference Subroutine 


A CALL statement is used to call some of the sub- 
routines in the IBM Subroutine Library or any user- 
written subroutine written for the CALL statement. 
At execution time, this type of call takes the form 
of a long (two-word) BSI, to the entry point named in 
the CALL and the corresponding ENT or ISS state- 
‘ment. 

When BSI is executed, the location of the first 
word following it is placed in the entry point location, 
and control is transferred to the first word following 


the entry point. The format of the CALL statement is: 


Operation T 
7 33} [35 


30 
CALC] | | | NAME 
a ore A 
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If used, the label is assigned to the current 
value of the Location Assignment Counter, which is 
the same as the leftmost word of the generated BSI 
instruction. The name of the called subroutine is 
assembled into the object deck, together with a 
unique code identifying the CALL. This code is 
recognized by the loader, which generates the BSI 
to the called subroutine. 


LIBF — Call TV (Transfer Vector) Reference 
Subroutine 


An LIBF statement is used to call any of the sub- 
routines in the Subroutine Library (or any user- 
written subroutine) written to utilize the transfer 
vector (see the following section, Subroutine Trans- 
fer Vector). The format of the LIBF statement is: 





If used, the label is assigned to the current value of 
the Location Assignment Counter when the LIBF 
statement is encountered. The name of the called 
subroutine is assembled into the object deck, to- 
gether with a unique code identifying the call as an 
LIBF call. This code is recognized by the loader, 
which generates a TV linkage to the called sub- 
routine. During execution, the TV subroutine calls 
Index Register 3. Therefore, if Index Register 3 
is used by any other instruction in the user's pro- 
gram, it must be saved and restored before it is 
needed: by any TV subroutine calls. An LIBF Call 
is sometimes referred to as a One Word Call. 


LIBF Subroutine Transfer Vector 


To understand fully the use of the LIBF statement, 
the user should be familiar with the makeup of the 
subroutine transfer vector. A transfer vector allows 
main programs to communicate with relocatable sub- 
routines (and relocatable subroutines to communicate 
with each other) without knowing where in core storage 
the subroutines are loaded. The transfer vector 
consists of three 16-bit words for each subroutine 
entry point referred to by an LIBF statement. The 
contents of the three words vary as the subroutine 
goes through the three phases of being called, loaded, 
and executed. The following paragraphs describe _ 
these three phases, and illustrate the contents of the 
transfer vector for each phase. 


Recognizing the Subroutine Call. All subroutines 
that utilize the transfer vector are called via LIBF 


statements. These statements take the following 
general form: 


LIBF NAME 

DC Parameter 
DC Parameter 
etc. 


When an LIBF call is recognized during the loading 
of an object program, the loader begins to build the 
transfer vector by setting aside a three-word record 
and placing in it the name of the called subroutine. 


Name of Subroutine 
1 


Subsequent LIBF statements produce additional 
records in the transfer vector, each containing a 
unique subroutine name. Calls to a subroutine pre- 
viously listed in the transfer vector do not produce a 
new record. Each time an LIBF call is recognized, 
the loader replaces the associated LIBF NAME state- 
ment in the user's program with a one-word, indexed 
BSI instruction pointing to the first word of the asso- 
ciated transfer vector record. This instruction, 
generated by the loader, uses Index Register 3 and 

a compuied displacement to refer to the proper trans- 
fer vector record. . 





Original Statement 





When this BSI instruction is encountered during ex- 
ecution of the main program, it causes a branch to 
the associated transfer vector record and from 
there to the entry address of the subroutine (see the 
following section, Loading the Subroutine). A BSI 
statement is generated for each LIBF statement 
encountered. 


NOTE: Index Register 3 is reserved for LIBF sub- 
routine calls. Therefore, if any instructions are to 
be tagged for register 3, register 3 should be re- 
stored prior to any LIBF subroutine call. 


Loading the Subroutine. After the main program has 
been read and all the called subroutine names are in 
the transfer vector, the loader loads the subroutines. 
As the header card of each subroutine in the library 
deck is read, the subroutine name is compared with 
the list of names previously placed in the transfer 
vector. When a match is found, the subroutine is 
loaded in an available core location, determined by 
the loader, and the subroutine entry address is 
placed in the third word of the associated transfer 
vector record. In addition, the address of the trans- 
fer vector record is inserted in the subroutine at 
entry point +2. 


: : Entry address 
Name of susroulune | 


After the loader has read all of the subroutines in 

the subroutine deck and loaded those that were 

called, it modifies the transfer vector record of 

each subroutine that was loaded. This modification 
consists of deleting the subroutine names and placing, 
in the second word of each record, the first half of 

a long BSC instruction. 


Undefined BSC OL 


Note that word 3 of the record is not affected and thus 
becomes the effective address of the long BSC instruc- 
tion. This instruction is used to branch to a particu- 
lar subroutine when that subroutine is called during 
execution of the main program. 





Entry address 
of Subiouiine 


NOTE: The preceding description of the subroutine 
loading process applies only to the card and paper 
tape systems and not to the Monitor system. 


Executing the Subroutine. As the main program is 
executed, the subroutine calls are encountered one 
by one. Remember that each call is now in the form 
of a BSI instruction. The BSI instruction loads the 
contents of the IAR into the first word of the transfer 
vector record associated with the subroutine being 
called and then branches to the second word of the 
transfer vector record. As a result, the first word 


.of the transfer vector record contains the address 


LIBF +1. 
LIBF + 1 Entry address 
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Following execution of the BSI instruction, the BSC 
instruction in word 2 of the transfer vector record is 
executed, transferring control to the subroutine. In 
order to collect parameters and to return from a sub- 
routine to the calling program, the programmer must 
know the address of the transfer vector record asso- 
ciated with the subroutine. This address was placed 
into the subroutine location, entry point +2, by the 
loader. Having this information, the programmer 
can find the address, LIBF +1. If parameters fol- 
low the svatement, the address LIBF +1 (stored in 
the first word of the transfer vector record) is the 
address of the first parameter, otherwise it is the 
return address. A suggested method of computing 
the return address for a subroutine with one param- 
eter is illustrated in Figure 5. 


Size and Location of the Transfer Vector 


The transfer vector consists of a maximum of 256 
core locations and is located in the uppermost part 
of core storage (highest-numbered locations). Ifa 

















Figure 5. Example of a User-Written TV Reference Subroutine 
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Operands & Remarks 
Pee 35 40 45 50 55 6 65 70 
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: 


COMMON area is used for FORTRAN programs, the 
transfer vector is located below the COMMON area. 
The location of the transfer vector in the Mon- 
itor system is different. The size of the transfer 
vector (256 locations) is sufficient to contain 85 
three-word records. All but the first two of these 
records are available for use as subroutine commun- 
ication areas. These two reserved records are used 
by certain arithmetic subroutines as a floating- 
point pseudo-accumulator, and as program error 
indicators. 


Restrictions on the Use of the TV Reference 
Subroutines 


1. No more than 83 unique entry point names re- 
ferred to by LIBF statements can be loaded at 
one time. 

2. In the card and paper tape systems, a subroutine 
called by an LIBF call must not contain any CALL 
(direct reference call) statements. 








B, LAINE, 
BUT, Wilt 
A1iD1O:R 


ay 
n 


> 


NM, SAM EHS, 





01G,R,A 





The following assembler statements apply only to the 
IBM 1130 Monitor System. These statements are 
not valid for use with the card or paper tape 

- assembler. 


LINK — Load Link Program 


In the assembler language, the LINK statement is 
used to load and execute another complete program, 
The program loaded and executed must be specified 
by name. The format of the LINK statement is: 


1. A symbol or blanks in the label field 
2. The mnemonic, LINK, in columns 27-30 
3. <A valid program name in the operand field 


The label of the LINK pseudo-operation is de- 
fined as the current value of the Location Assignment 
Counter when the LINK statement is encountered; 
this value is the address of the first word generated 
by the LINK statement. 

The operand field contains a valid program name 
(one to five alphameric characters), left-justified in 
the field. The name must be present in the Location 
Equivalence Table at execution time. The LINK 
statement causes four words to be generated in the 
object program. The first two words contain a 
two-word BSI instruction, which branches to a 
specified location within the Skeleton Supervisor 
program. The next two words contain the program 
name, left-justified, with blanks inserted in unused 
rightmost positions. The Supervisor Program uses 
the program name and begins the process required 
to load the new program. 


EXIT — Return to Supervisor 


In the assembler language, the EXIT statement is 
used to return control to the Supervisor. The for- 
mat of the EXIT statement is: 


1. A symbol or blanks in the label field 
2. The mnemonic, EXIT, in columns 27-30 


The label of the EXIT statement is defined as 
the current value of the Location Assignment Counter 
when the EXIT statement is encountered; this value 
is the address of the first word generated by an EXIT 
statement. 

The operand field is ignored and can, therefore, 
be used for comments. The EXIT statement causes 


MONITOR ASSEMBLER STATEMENTS 


a one-word branch instruction to be generated in the 
object program. The instruction branches to a fixed 
location in the Skeleton Supervisor program. At ob- 
ject time the branch is executed and control is re- 
turned to the Supervisor. The EXIT statement should 
be the last logical statement in a program. 


DSA — Define Sector Address 


The DSA statement allows the programmer to refer 
symbolically to a disk-stored data file or core-image 
program without knowing the specific disk location 
of the data or program. The disk location of data 
files and programs can vary on disk because of de- 
letions, but the DSA statement allows easy reference 
through the use of the symbolic name of the data 
file or program. 

The format of the DSA statement is: 





The label is defined as the current value of the Loca- 
tion Assignment Counter when the DSA statement is 
encountered. The symbol in the operand field must 
be the name of a data file or core-image program 
that is on disk at execution time. 

The following statements illustrate the use of 
the DSA statement to read one sector of data. For 
a description of the disk calling sequences, see the 
publication IBM 1130 Subroutine Library, Form 
C 26-5929. 





Label 
21 25 


Pee 
Peres 
Eoreapege 





Monitor Assembler Statements 25 


The Assembler reserves three words in the object 
program for each DSA statement. These words are 
filled in by the loader. For a data file they will 
contain: 


Word 1 — Length (in words) 
Word 2 — Sector Address 
Word 3 — Not used 


For a program they will contain: 


Word 1 — Length (in words) 
Word 2 — Sector Address 
Word 3 — Execution Address of the Program 


If the area corresponding to the DSA statement 
is used as the I/O area for a disk read operation, 
the execution address of the program must be saved 
prior to the disk call to bring in the program. (The 
contents of the third word are destroyed by the 
operation of the Disk I/O routine. ) 

The following statements illustrate the use of 
the DSA statement to supply the disk address of a 
one-sector program. 







Label 

ene 
Pad 
ores 
CALL, | 
aioe 
reves 
eae 
aoe 
oe 
aa 
Eee 
Pee 


The following statements can be added to the 
previously shown program call to call a second pro- 
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gram and have it loaded to the same area as the 
first. 


Operation T 
7 30 33 35 40 45 


LD, , | | | | lAo,22 

| | {| 17.0,4,2 

| | [a.b.22,+,1 
| (7,0A kt 1 
| 1A,0.2.2,4,2 
| | 18ANCH4,L 
| | (BARNA -8 


ptt EE ttt 
hn | 
° 
kaa nee 
Ge a ee 


The execution address of the second program can be 
different from the first, but the programs must be 
executable from the same locations. This requires 
a certain amount of planning before assembling the 
"overlay" programs. 


Programming Considerations 


The following considerations must be observed by the 
user who wishes to use the DSA statement to supply 
the disk address for programs. 


1, The called programs must be in core-image 
format. 

2. If the calling program is converted to core 
image format, the data for the DSA statement 
is filled in during the core image conversion 
and will be fixed for all subsequent executions. 
Thus, if the referenced program or data files 
are subsequently moved, incorrect results will 
occur. 


HDNG — Heading 


The HDNG statement is used to specify a one line 
page heading for a printed listing. The heading 
line consists of the data in the Operand-Remarks 
field (card columns 35-71, or the corresponding 
frames of an HDNG statement in paper tape 
format). 


Multiple HDNG statements may be used thus is repeated at the top of each succeeding page until 


allowing different sections of a listing to have a new HDNG statement is encountered. 

different page headings. When the typewriter is the principal printer, 
When the 1132 is the principal printer, the HDNG the heading line is preceded and followed by a single 

statement causes the listing to be ejected to a new line feed, and otherwise functions as a comments 

page and the heading is printed. The same heading statement. 
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APPENDIX A. CHARACTER CODE SUMMARY 


Hexadecimal Notation 


In hexadecimal notation, each digit represents a 
four-bit binary value. This means that a 16-bit 


word in the Processor-—-Controller can be expressed 


as four hexadecimal digits. The binary — hexa- 
decimal — decimal correspondence is defined as 


follows: 

Binary Hexadecimal Decimal 
0000 0 0 
0001 1 1 
0010 2 2 
0011 3 3 
0100 4 4 
0101 5 5 
0110 6 6 
0111 7 7 
1000 8 8 
1001 9 9 
1010 A 10 
1011 B 11 
1100 Cc 12 
1101 D 13 
1110 E 14 
1111 F 15 


Extended Binary Coded Decimal Interchange Code 


(EBCDIC) 


In the EBCDIC code, each character is represented 


by a unique configuration of eight binary bits. 
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In 


the table that follows, each EBCDIC character is 
expressed as two hexadecimal digits. 


IBM Card Code 


In the IBM card code, each character represents a 
12-bit card-column image. In the table that follows, 
each card code character is expressed as three hexa- 
decimal digits and as the card-column image. 


Paper Tape Transmission Code, 8 Channel (PTTC/8) 


In the PTTC/8 code, each character is represented 
by a unique configuration of a case shift, plus an 
eight-bit code. The case shift can be common to 
more than one character and need be inserted only 
when a case shift change is necessary. In the table 
that follows, each character is expressed as two 
hexadecimal digits, followed by the case shift in 
parentheses, 


1132 Printer EBCDIC Subset Hex Code 





In the 1132 Printer EBCDIC subset hex code, each 
character is represented by a unique configuration of 
eight bits. In the table that follows, each 1132 
Printer character is expressed as two hexadecimal 
digits. 


Console Printer Hex Code 


In the Console Printer hexadecimal code each charac- 
ter is represented as two hexadecimal digits. 


* Recognized by all Conversion subroutines 


NOTE: 


EBCDIC 


Binary 
0123 4567 


Ref 


0000 0000 
0001 
0010 
0011 
0100 
0101 
0110 
orl] 
1000 
1001 
1010 
1011 
1100 
1101 
1110 
1111 


+ % 


AnMRWN—O 


wooOy 


NOTES: Typewriter Output 
@ Tabulate 
@ _ Shift to black 


W 


IBM Card Code 


Rows 


09 8 7-1 


Oo ooooo0oo°co°c°do°o000o0o 


9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 
9 


OO 30 OO O00 0 0 0 0 0 0 


oo DmmDDmDoanwnnwnwo CDDMDDDDOOO 


fee) COomnmwmnwnweo 


OMOmDmDoaonwmnwmnmwa 


NOORON NOOO RON — NOOR WND — — NO hWON — NOOO RON —- — NOORWH — NOOO WD — — 


NOOR WD — 


Carrier Return 
Shift to red 


Codes that are not asterisked are recognized only by the SPEED subroutine. 
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Printer Hex 


EBCDIC U-Upper Case 
L-Lower Case 


Subset Hex 


Graphics and Control 


Punch Off 
Horiz. Tab 
Lower Case 
Delete 


Restore 
New Line 
Backspace 


Bypass 

Line Feed 
End of Block 
Prefix 


Reader Stop 
Upper Case 
End of Trans. 





© The Same in Either Case 


Console 
Printer 


Hex 
Notes 
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EBCDIC IBM Card Code 1132 PTTC/8 Caeats 
Ref 
No. 
64* 


Binary Hex awe Bes etapa a Control Printer Hax Printer 
ames EBCDIC {| U-Upper Case 
0123 4567 12 11098 7-1 eo cePiacs Esl owenCuse Hex 
40 


0100 0000 
0001 
0010 
0011 
0100 
0101 
0110 
0111 
1000 
1001 
1010 
1011 
1100 
1101 
1110 
11 


no punches (space) 


NOOR WD — 


. (period) 


< 

( 

+ 
| 


WwmMWDDDOAO® 
NOOR WN = 


(logical OR) 


sO 30 50 50 50 50 50 SO 
NO OA WDh — 


8 
8 
8 
8 
8 
8 
8 
8 


NOOARWOND — 


= (logical NOT) 


S030 80 30 50 80 SO 


, (comma) 
% 
_ (underscore) 
> 
? 


lekekextokokokokoko) oo0o0o°o oooo0o°c°o°0oo 


sO 80 80:30 80 530 50 SO 
NOOR WOND — 


(apostrophe) 


ODmDDmDnmnwmwooaan 
NOOR OD — 


j 
@ 





*Any code other than those defined will be interpreted by PRNT1 as a space. 
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Ref 


128 
129 
130 
131 
132 
133 
134 
135 
136 
137 
138 
139 
140 
141 
142 
143 


144 
145 
146 
147 
148 
149 
150 
15] 
152 
153 
154 
155 
156 
157 
158 
159 


EBCDIC IBM Card Code 













Binary 
0123 4567 
1000 0000 12 0 81 
0001 12 0 1 
0010 12 0 2 
0011 12 0 3 
0100 12 0 4 
0101 12 0 5 
0110 12 0 6 
O11] 12 0 7 
1000 12 0 8 
1001 12 09 
1010 12 0 8 2 
1011 12 0 8 3 
1100 12 0 8 4 
1101 12 0 8 5 
1110 12 0 8 6 
W111 12 0 8 7 
1001 0000 8 1 | D020 
0001 12 11 1 | Dooo 
0010 12 11 2 | c800 
0011 12 11 3 | C400 
0100 12 11 4 | C200 
0101 12 11 5 1100 
0110 12 11 6 | co80 
O11 12 11 7 | c040 
1000 12 11 8 C020 
1001 12 11 9 C010 
1010 12 11 8 2 | C820 
1011 12 11 8 3 | C420 
1100 12 11 8 4 | C220 
1101 12 11 8 5 | C120 
1110 12 1] g 46 |! COAO 
Yoon 2 11 8 7 | c060 
8 





NOOR WD — = 


NOOR WN 






© DDODDO foe] 


oooo0c*oooo°oeo°c°e°oceo oooooceoooo°eeo°cc & 
NOOO BROD = 


NEO Gi & GN 























1132 
Graphics and Control Printer Bees 
Names EBCDIC U-Upper Case 
Subset Hex L-Lower Case 





a _ _ 


Console 
Printer 
Hex 


Character Code Summary 31 


0123 4567 1109 8 7- Lalower Case Hex 


EBCDIC IBM Card Code 1132 PTTC/8 Consalé 
Ref 
No. 


. Graphics and Control Printer Hex : 
Bi nary Rows Names EBCDIC Utigper Case Printer 
1 Subset Hex 


192 1100 ~=©000 
193* 0001 
194* 0010 
195* 0011 
196* 0100 
197* 0101 
198* 0110 10 or 12 
199* 0111 14 or 16 
200* 1000 24 or 26 
201* 1001 20 or 22 
202 1010 
203 1011 
204 1100 
205 1101 
206 1110 
207 1111 


3C or 3E 
18 or IA 
IC or IE 
30 or 32 
34 or 36 


NOOB Wh — 


NOOB Ob 


7C or 7 E 
58 or 5A 
5C or 5E 
70 or 72 
74 or 76 
50 or 52 
54 or 56 
64 or 66 
60 or 62 


NOUR WH = 
AOVPOZSECKAOT 


foe) © oo C&O 0 0 © foe) 


98 or 9A 
9C or YE 
BO or B2 
B4 or B6 
90 or 92 
94 or 96 
A4 or A6é 
AO or A2 


2 
3 
4 
5 
6 
7 
2 
1 
2 
3 
4 
5 
6 
7 


N<x<<cauH 


sO 30 530 530 30 30 SO 


(7) ooooooo°coeodo°o°c°oe0o00o 
NO Gi & © bo 


NOOR OD — 
WOMDMDNANAWNH — OO 


0 30:80 30 SO SO SO 
NO Oi & GO bo 
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Pexay] 


wird3 


€E Hey Uors1sau0D Teurraq- Te 


The tables printed below are used to convert 
decimal numbers to hexadecimal and hexadeci- 
mal numbers to decimal. In the descriptions 
that follow, the explanation of each step is 
followed by an example in parentheses. 


0005 0008 0009 
0021 0024 = 0025 
0037 0040 0041 
0053 0056 0057 


0069 0072 0073 
0085 0088 0089 
0101 0104 0105 
0117 0120 0121 


0133 0136 0137 
0149 0152 0153 
0165 0168 0169 
0181 0184 = 0185 


0197 0200 0201 
0213 0216 0217 
0229 0232 0233 
0245 0248 0249 


0261 0264 0265 
0277 0280 0281 
0293 0296 0297 
0309 0312 0313 


0325 0328 0329 
0341 0344 0345 
0357 0360 0361 
0373 0376 0377 


0389 0392 0393 
0405 0408 0409 
0421 0424 0425 
0437 0440 044) 
0453 0456 0457 


0469 0472 0473 
0485 0488 0489 


0501 0504 0505 
0517 0520 0521 
0533 0336 03537 
0549 0352 0553 
0565 0568 0569 


0581 0584 0585 
0597 0600 0601 
0613 : 0616 0617 
0629 0632 0633 


0645 0648 0649 
0661 0664 0665 
0677 f 0680 0681 
0693 0696 0697 
0709 0712 0713 
0725 0728 0729 
0741 0744 0745 
0757 760 =O761 


0773 0776 = O777 
0789 f 0792 0793 
0805 0808 0809 
0821 0824 0825 
0837 0840 0841 
0853 0856 = 0857 
0869 0872 = 0873 
0885 0888 0889 


0901 0904 = 0905 
0917 0920 0921 
0933 0936 0937 
0949 0952 0953 


0965 0968 0969 
0981 0984 985 
0997 1900-1001 
1013 1016 1017 


Decimal to Hexadecimal Conversion. Locate the 
decimal number (0489) in tke body of the table. 
The two high-order digits (1E) of the hexadeci- 
mal number are in the left column on the same 
line, and the low-order digit (9) is at the top of 
the column. Thus, the hexadecimal number 1E9 
is equal to the decimal number 0489. 


0556 
0572 
0588 
0604 
0620 
0636 
0652 
0668 
0684 
0700 


0716 
0732 
0748 
0764 


0780 
0796 
0812 
0828 


0844 
0860 
0876 
0892 
0908 
0924 
0940 
0956 


0972 
0988 
1004 
1020 





Hexadecimal to Decimal Conversion. Locate the 
first two digits (1E) of the hexadecimal number 
(1E9) in the left column. Follow the line of fig- 
ures across the page to the column headed by the 
low-order digit (9). The decimal number (0489) 
located at the junction of the horizontal line and 
the vertical column is the equivalent of the hex- 
adecimal number. 


LYUVBO NOISHAANOD 'TVWIDEC-TVNIOAG VX4H’d XIGNAddV 


asen8uey Jeqquressy O€TT Pe 





The table to the left gives the decimal, 
binary, and hexadecimal coding for the full 
range of fourbinary bits, from zero through 
Fig and 1510. 

To convert a four-digit hexadecimal 
number to decimal, determine the decimal 
value of the three low-order hexadecimal 
digits in the main table, and add the value 
for the high-order digit, as shown in the 





extended chart to the right. 

For conversion of decimal values beyond 
the main table, deduct the largest number 
in the table at the right that will yield a po- 
sitive result. The related digit is the high- 
order hexadecimal digit. Determine the 
three remaining hexadecimal digits by con- 
verting the product of the above subtraction 
in the main table. 





ABS Statement 15 
Absolute Assembly 16 
Arithmetic Instructions 14 
Assemble Absolute Statement 15 
Assembler Instructions 15, 25 
ABS — Assemble Absolute 15 
BES — Block Ended by Symbol 20 
BSS — Block Started by Symbol 20 
CALL — Call Subroutine 22 
DC — Define Constant 17 
DEC — Decimal Data 17 
EBC — Extended BCD Information 19 
END — End of Source Program 17 
ENT — Define Subroutine Entry Point 21 
EQU — Equate Symbol 20 
ORG — Define Origin 16 
XFLC — Extended Floating Constant 19 
Assembler Program 1 
Monitor System 25 
Asterisk, use of 9, 13 


BES Statement 20 

Binary-Point Identifier 18 

Blank format 4 

Block Ended by Symbol Statement 20 

Block Started by Symbol Statement 20 

Branch and Store Instruction Counter (BSI) 13, 14 
Branch instructions 14 

Branch or Skip on Condition (BSC) 13, 14 

Branch Out or Skip on Condition (BOSC) 13, 14 
BSS Statement 20 


CALL Statement 22 

Card Code 28 

Character Code Chart 29 
Character Set 7, 29 

Character Values 9 

Coding form 4 
Condition-Testing instructions 13 


Data Definition Statements 17 

DC Statement 17 

DEC Statement 17 

Decimal Data Items 17 

Decimal Data Statement 17 

Define Constant Statement 17 

Define Entry Subroutine Point Statement 21 
Define Interrupt Level Subroutine Statement 21 
Define Interrupt Service Entry Point Statement 21 
Define Origin Statement 16 

Displacement 4, 5 

DSA Statement (Monitor) 


INDEX 


EBCD Interchange Code 19, 28 
EBC Statement 19 
Effective Address 4 
END Statement 17 
End of Source Program Statement 17 
ENT Statement 21 
EPR-Extended Precision 16 
EQU Statement 20 
Equate Symbol Statement 20 
Exit Statement (Monitor) 25 
Expressions 
Elements 9 
Terms 10 
Absolute and Relocatable 10 
Extended BCD Interchange Code 28, 29 
Extended BCD Statement 19 
Extended Floating Constant Statement 19 


Fields 
Comments 6 
Format 4 
Identification-Sequence 7 
Index Register 6 
Label 3 
Operand 6 
Operation 3 
Remarks 6 
ag 6 

Format field 4 

Format, statement 3, 4,5 


Heading Statement 26 

Hexadecimal 
Notation 28 
Values 9 


IFormat 5 
Index Registers, specifying 6 
Index Register 3 23 
Index Register field 6 
Indirect addressing 6 
Input/Output instruction 14 
ILS Statement 21 
ISS Statement 21 


L Format 5 

Label field 3 

LIBR-Transfer Vector Subroutine 16 

LINK Statement (Monitor) 25 

Linking statements, program 21 

Load instructions 14 

Location Assignment Counter 7 
Overflow 8 


35 


Machine Instruction 
Statements 13 
Mnemonics 13, 14 
Mantissa 18 
Miscellaneous instructions 14 
Mnemonics 13, 14 
Monitor Assembler Statements 
LINK — Load Link Program 25 
EXIT — Return to Supervisor 25 
DSA — Define Sector Address 25 
HDNG — Heading 26 


Operand field 6 
Operation field 3 
ORG Statement 16 
Overflow 
Location Assignment Counter 7 


Program Control Statements 15 
Program -Linking Statements 21 


Relative Addressing 8 
Relocatable Assembly 15 
Relocatable Programs 2, 15 


Self-defining Values 8 


36 


Decimal 8 

Hexadecimal 9 

Character 9 
Shift instructions 14 
Slash (/), use of 9 
SPR - Standard Precision 16 
Statement Writing 7 
Storage Allocation Statements 20 
Store Inst ictions 14 
Subroutin 1 

loading 23 

executh z 23 

calling 22 
Subroutine Transfer Vector 22 
Symbolic language 1, 3 
Symbol Definition Statement 20 
Symbols 7 


Transfer Vector (LIBF) 22 
size and location 24 


Writing 
Statements 7 
subroutines 21 


X Format 5 
XFLC Statement 19 
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